Nixon Laboratory of Estuarine Ecology and Coastal Biogeochemistry

Nutrient Methods

Parameter
Method Reference
Instrument                      Detection Limit

Nitrite & Nitrate
USEPA Method 353.4
Lachat Instruments                       0.02 (M
Grasshoff (1976)
Quik Chem 8000 Flow



Injection Analyzer



Method 31-107-04-1-A

Ammonium
USEPA Method 365.3
Lachat Instruments                       0.05 (M


Grasshoff (1976)
Quik Chem 8000 Flow



Injection Analyzer



Method 31-107-06-1-B

Orthophosphate
USEPA Method 365.5
Lachat Instruments                       0.01 (M


Grasshoff (1976)
Quik Chem 8000 Flow


Murphy and Riley (1962)
Injection Analyzer



Method 30-115-01-3-A

Silicate

         Parsons et al (1984)               Lachat Instruments                        0.01(M



         Grasshoff (1976)                    QuikChem 8000 Flow







    Injection Analyzer







    Method 31-114-27-1-A

Samples are collected, kept on ice and filtered within a few hours of collection. Filtering is done with an acid washed filtering set up (60 ml syringe and Millipore filtering tips) using 0.45 (m cellulose filtering membranes. Filtrate is placed in 60 ml polyethelene bottles and frozen at -20OC until analysis.
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